DATASHEET / TEKNISET TIEDOT

BLADDERS / ASENNUSPUSSIT

SNAKELINER

Product info / Tuote info
Snakeliner CIPP Bladders are manufactured for easy install and rehabilitation of inhouse seweres. Our
Bladders will take take connections to their palce with ease. Rugged material for good wear tolerance for
multiple installations with the same tool. Is provided for dimensions DN70-150 with 45° 90° and seweral
multi connection versions.

Snakeliner CIPP Asennuspussit on valmistettu kiinteistojen vieméariputkien haarakappaleiden helppoa
asennusta varten. Asennuspussimme vie haarakappaleet helposti paikoilleen. Kestava materiaali
mahdollistaa useat asennukset samalla tyokalulla. Mallisto koostuu DN70-150 putkikoosta seka 45° sta 90
asteen haaroille etta useista monihaara versioista.

Product specs / Tuotetiedot

Bladders / Asennuspussit SLSB DN70-150 Data / Tiedot

Material / Materiaali 2077 Silicon grade

Thicknes / Materiaali paksuus 02 mm

DN Size / DN koko 70-150 mm

Max pressure / Maks. Paine 2 Bar

Application / Kéyttd Yes CIPP inhouse / Kiinteisto sukitus
Tolerance / Toleranssi 2 +mm

Fabrication method / Yes Glued & sealed / Liimattu ja teipattu
Valmistusmenetelma

Certificates / Sertifikaatit No Na

Quality / Laatu
Snakeliner is manufacturing from sustainable materials and supporting to reduce the enviromental load. All Snakeliner bladders are
quality hand made and controlled during the mannufacturing process. All bladders are produced in Finland.

Snakeliner valmistaa tuotteita kestdvankehityksen materiaaleista ja tukee ndin ympdéristékuormituksen pienentyista
sukitusmateriaaleillaan. Kaikki asennuspussit ovat laadukkaita kasintehtyjd seké tarkastettuja. Kaikki Snakeliner asennuspussit on
valmistettu Suomessa.

Important / Tarkeaa!

All installation methods and applications for the provided products has to be installed by users in the ways that should be applied for

usage of this kind of materials and techniques in accordance of local legislation. Manufacturer reserves the right to change technical

specifications and tolerances. Snakeliner warrantee material compatibility only for Snakeliner manufactured, distributed and delivered
materials.

Kaikki asennustavat ja kdytetyt menetelmat toimitetuille tuotteille tulee asennuttajien asentaa tavalla mikd méaarataan kyseisille
materiaaleille ja asennustavoille maakohtaisten olemmassa olevien mééréysten ja asetusten mukaan. Valmistaja pidéttda oikeuden
teknisten tietojen ja toleranssien muuttamiselle. Snakeliner takaa tuotteiden yhteensopivuuden ainoastaan Snakelinerin valmistamille,
jakelemille seka toimittamille materiaaleille.
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