
Product info / Tuote info

DATASHEET / TEKNISET TIEDOT

Snakeliner is manufacturing from sustainable materials and supporting to reduce the enviromental load. All Snakeliner liners are quality
hand made and controlled during the mannufacturing process. All liners are produced in Finland.

Product specs / Tuotetiedot

LINERS / SUKAT

Liner type / Sukkatyyppi

Flex / Jousto
Undersize / Alimitta
Uncured Thicknes / Materiaali paksuus
Cured Thickness / Kovettunut paksuus
Fabric / Kangas
Foil / Kalvo
Application / Käyttö
Tolerance / Toleranssi
Fabrication method / Valmistusmenetelmä

Certificates / Sertifikaatit
Change press. / Muutos paine

Data / Tiedot

Flex %
%
mm
mm
Material / Materiaali
Thicknes / Paksuus µm
CIPP inhouse / Kiinteistö sukitus
+-mm
Sewed & sealed / Ommeltu ja teipattu

Approved / Hyväksytty
Operating Pressure Bar / Käyttöpaine
Bar

SLFL DN40-200

50-60%
-9%,-18%

3,2
3,5-4,0

PES
PU 250

Yes
2

Yes

Yes
0,8

New 6/2018

60-70%
-9%

5
5,5
PES

TPU125/TPU150
Yes

2
Yes

Na
0,5

New 3/2018

60-70%
-9%
4,5
5

PES
TPU125/TPU150

Yes
2

Yes

Na
0,3

Snakeliner CIPP liners are manufactured for easy installation and rehabilitation of inhouse sewers. All -9% liners
we produce are dimension change liners. For vertical and lateral installations from 0º to 90 degrees bends.

Snakeliner CIPP sukitussukat on valmistettu kiinteistöjen viemäriputkien helppoa asennusta ja korjausta
varten. Kaikki valmistamamme -9% sukat, ovat koonmuutos sukkia. Asennettaviksi pysty ja vaakaviemäreihin 0º
sta 90 asteen mutkille.

Kaikki asennustavat ja käytetyt menetelmät toimitetuille tuotteille tulee asennuttajien asentaa tavalla mikä määrätään kyseisille
materiaaleille ja asennustavoille maakohtaisten olemmassa olevien määräysten ja asetusten mukaan. Valmistaja pidättää oikeuden
teknisten tietojen ja toleranssien muuttamiselle. Snakeliner takaa tuotteiden yhteensopivuuden ainoastaan Snakelinerin valmistamille,
jakelemille sekä toimittamille materiaaleille.

All installation methods and applications for the provided products has to be installed by users in the ways that should be applied for
usage of this kind of materials and techniques in accordance of local legislation. Manufacturer reserves the right to change technical
specifications and tolerances. Snakeliner warrantee material compatibility only for Snakeliner manufactured, distributed and delivered
materials.
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Quality / Laatu

Snakeliner valmistaa tuotteita kestävänkehityksen materiaaleista ja tukee näin ympäristökuormituksen pienentyistä
sukitusmateriaaleillaan. Kaikki sukitussukat ovat laadukkaita käsintehtyjä sekä tarkastettuja. Kaikki Snakeliner sukitussukat on
valmistettu Suomessa.

Important / Tärkeää!

NOTICE! USAGE OF SILICATE EPOXY RESINS IS PROHIBITED, MAY CAUSE BLISTERING ON PU FOIL AND OR COLLAPSE OF
LINER!

HUOMIO! SILIKAATTIHARTSI EPOKSIEN KÄYTTÖ KIELLETTY, VOI JOHTAA SUKAN PU KALVON RAKKOITUMISEEN JA TAI SUKAN
ROMAHTAMISEEN!




